
The light is for type"Z" attachments.The external flexible cable or cord of this luminaire cannot be The light is for type"Z" attachments.The external flexible cable or cord of this luminaire cannot be The light is for type"Z" attachments.The external flexible cable or cord of this luminaire cannot be The light is for type"Z" attachments.The external flexible cable or cord of this luminaire cannot be 

replaced;if the cord is damaged, the  luminaire shell be destroyed replaced;if the cord is damaged, the  luminaire shell be destroyed replaced;if the cord is damaged, the  luminaire shell be destroyed replaced;if the cord is damaged, the  luminaire shell be destroyed 

GONIOPHOTOMETER TEST REPORTGONIOPHOTOMETER TEST REPORTGONIOPHOTOMETER TEST REPORTGONIOPHOTOMETER TEST REPORT

Operation TemperatureOperation TemperatureOperation TemperatureOperation Temperature  -20° -20° -20° -20°～ ～ ～ ～ +45℃+45℃+45℃+45℃

    CertificateCertificateCertificateCertificate

Effective Lumen/Power compared to Effective Lumen/Power compared to Effective Lumen/Power compared to Effective Lumen/Power compared to 

standard bulbstandard bulbstandard bulbstandard bulb

50Lumen/10W50Lumen/10W50Lumen/10W50Lumen/10W

 life TEST FOR LED LAMP(1000 hours) life TEST FOR LED LAMP(1000 hours) life TEST FOR LED LAMP(1000 hours) life TEST FOR LED LAMP(1000 hours) Lumen Maintenance Percentage>90%Lumen Maintenance Percentage>90%Lumen Maintenance Percentage>90%Lumen Maintenance Percentage>90%

    Working VoltageWorking VoltageWorking VoltageWorking Voltage DC10-30VDC10-30VDC10-30VDC10-30V

    WattageWattageWattageWattage 2 W2 W2 W2 W

FeaturesFeaturesFeaturesFeatures Surface mountSurface mountSurface mountSurface mount

LED ColourLED ColourLED ColourLED Colour □ Daylight White  ■ Warm White  □ Red  □ Green   □ Blue □ Daylight White  ■ Warm White  □ Red  □ Green   □ Blue □ Daylight White  ■ Warm White  □ Red  □ Green   □ Blue □ Daylight White  ■ Warm White  □ Red  □ Green   □ Blue 

LEDLEDLEDLED 12pcs 0.2W12pcs 0.2W12pcs 0.2W12pcs 0.2W

13.517.00      13.517.00      13.517.00      13.517.00      

    MaterialMaterialMaterialMaterial Housing:Made of PC  Housing:Made of PC  Housing:Made of PC  Housing:Made of PC  

    Housing ColourHousing ColourHousing ColourHousing Colour BlackBlackBlackBlack

LED Beam AngleLED Beam AngleLED Beam AngleLED Beam Angle 120°120°120°120°
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Testing Module:Lasting 1000 hrs, Temperature Range 36-40℃,Humidity:60%RH,Input Voltage:DC12VTesting Module:Lasting 1000 hrs, Temperature Range 36-40℃,Humidity:60%RH,Input Voltage:DC12VTesting Module:Lasting 1000 hrs, Temperature Range 36-40℃,Humidity:60%RH,Input Voltage:DC12VTesting Module:Lasting 1000 hrs, Temperature Range 36-40℃,Humidity:60%RH,Input Voltage:DC12V

Average Illuminance FigureAverage Illuminance FigureAverage Illuminance FigureAverage Illuminance Figure

LIFETIME FOR LUMEN MAINTENANCELIFETIME FOR LUMEN MAINTENANCELIFETIME FOR LUMEN MAINTENANCELIFETIME FOR LUMEN MAINTENANCE
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Diagram of lifetime for Lumen Maintenance

Lumen Maintenance percentage cures


